
SB BATTERY       SSPPXX11220000--22  ((22VV11220000AAhh）） 
                   Sealed Lead-Acid Batteries    

 
 
 
 
 
 
 
 
 

 Specifications  

 Characteristic 
20h rate 1280Ah 
10h rate 1200Ah 
5h rate 1100Ah 
1h rate 745Ah 

Capacity 
770F(250C) 

15 min rate 380Ah 

Internal Resistance Full Charged Battery 
770F(250C) 

Approx. 
0.18mΩ 

1040F(400C) 102% 
770F(250C) 100% 
320F(00C) 85% 

Capacity 
Affected by 

Temperature 
(20h rate) 50F(-150C) 65% 

3 month storage 90% 
6 month storage 80% 

Self-Discharge 
680F(200C) 

(Capacity after:) 12 month storage 60% 
Max. Discharge 

Current 770F(250C) 7800A(5s) 

Terminal T14 

Cycle 2.40~2.45V(-30mv/0C) 
max. current: 300A Charge 

(Constant Voltage,250C) 
Float 2.27~2.30V(-20mv/0C)  

Constant Current Discharge Characteristics (A,25℃) 
F.V/TIME 5min 10min 15min 30min 60min 3h 5h 10h 20h 

1.60V 3720 2520 1980 1260 780 317 226 122 64.6 
1.70V 3534 2394 1901 1210 749 312 222 121 64.0 
1.75V 3322 2250 1806 1150 712 306 217 120 63.6 

Constant Wattage Discharge Characteristics (Watt,25℃) 
F.V/TIME 5min 10min 15min 30min 60min 3h 5h 10h 20h 

1.60V 6516 4548 3624 2357 1482 620 444 242 130 
1.70V 6190 4332 3479 2262 1423 612 437 240 128 
1.75V 5822 4062 3306 2149 1351 599 428 240 127 

 
 

Nominal Voltage 2V 

Rated Capacity 1200Ah 
Total Height 14.37 inches  (365mm) 

Height 13.00 inches  (330mm) 

Length 18.7 inches  (475mm) 
Dimensions 

Width 6.89 inches  (175mm) 

Approximate Weight 147lbs.  (67kg) 


